
0

20

40

60

80

100

120

140

160

180

200

220

240

260

280

300

320

340

360

380

400

420

440

460

480

500

520

540

560

580

600

620

640

660

680

700

720

40 190

RESISTIVITY, IN OHM-METERS

100 2000

Lateral

Short Normal (16)

Long Normal (64)

NEUTRONS, IN COUNTS PER SECOND

1,000 2,0000

Neutron

100

CALIPER, 
IN INCHES

6 12

CALIPER, 
IN INCHES

6 12

Caliper

Gamma

Shallow aquifer
system

Deep aquifer
system

54 µg/L

52 µg/L

< 10 µg/L

< 10 µg/L

E 9 µg/L

28 µg/L

58 µg/L

Conglomerate

Conglomerate

Water-quality
sample zone

Cored
interval

< 10 µg/L
Dissolved 
arsenic V 
(arsenate) 
concentration,
in micrograms
per liter (water-
quality samples
collected 
October 2004; 
appendix 3; 
E, estimated 
below 
quantitation limit; 
<, less than 
quantitation limit) 

EXPLANATION

Hennessey Shale
Garber Sandstone
and Wellington
Formation

GAMMA, IN COUNTS PER SECOND

0

20

40

60

80

100

120

140

160

180

200

220

240

260

280

300

320

340

360

380

400

420

440

460

480

500

520

540

560

580

600

620

640

660

680

700

720

0

20

40

60

80

100

120

140

160

180

200

220

240

260

280

300

320

340

360

380

400

420

440

460

480

500

520

540

560

580

600

620

640

660

680

700

720

Plate 1. Caliper, natural gamma-ray, resistivity, and neutron logs from the Norman arsenic test hole, SE1/4, Section 5, Township 09 North, Range 02 West. Cored intervals and water-quality 
sample zones also are shown. 
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